PLAN VIEW

0' 50' 100' 150' 200 300

\ 47+00 — CREST
VERTICAL CURVE

SCALE
42+20 -- CREST CONTOUR INTERVAL = 2 FT
+, -
VERTICAL CURVE

T~ 44+00 - SAG
VERTICAL CURVE

DESIGN FiLL SLOPE

X3

>,
,“P
v

54+23
END PROJECT

DESIGN CUT SLOPE

" TURN-A-ROUND

+23

EAST SIDE GRIFFIN RD. #2910

3% OUYTSLOPE :
(NODITCH)

: : : ' TOL ' : : : : : i : ' f : } ; ‘ ; g : ; E ;
: : |_ s I : : : : : ; : : i H ] : TURN-A-ROUND : 3
44+00 i : : i i i i ; i ! i : i : : d : : : ; : j !

. U O ERRERONE: GRDRROY. /1YL 1Y1\Y: 35, .

\

__________ ECn

e 0 -~

54+23; j
END RROJECT |

203(01) EXCAVATION --evt i 12270 CuXds
203(17) DRAIN DIPS woerenci : -2 Each |
: : : i i : : i - | 603(01) 18" CSP ; _— =58 LF.
e T T T TL A mp S wngr s N f | 825(01) SEEDING wio MULCH -eoo—eoioenooooeed. 0.90 Agtes
-' : : i : : : : ' : | 640(01) 12' STANDARD LIVESTOCK GATE --—=- 1 Each :

PROFILE VIEW : " ESTIMATED QUANTITIES

201(01) CLEARING & GRUBBING ~——--r—verreert 3,95 Acres

42+00 -
+15
44+50
45+00
(45450
46+00
+30
46+50
47400 ©
47+50
+90
48+00
48+50
49+00
49+50
50+00
50+50
51+00
51450
52+00
+20
52+50
53+00
53+50
54+00
+23
54+50
55+00
56+00
56+50

41450
+15
42+50
43+00
43+50
44+00

4470

.. 3480

w3840

430

.. 4420

4410

.. 3400

4450

EXC. 97 | 158 53 - 252 - 134 —
Cu.Yds.

—_

SHEET NO._14 OF

|
|




316" x 24" -~
PROOF COIL CHAIN  ~

GATE REST ~__

SEE DETAIL el i

STANDARD LIVESTOCK GATE

~ 4"x4"x 8

12 FT. STANDARD LIVESTOCK GATE

TREATED TIMBER POST
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TYPICAL GATE INSTALLATION
NO SCALE
MATERIAL LIST FOR GATE
ITEM DESCRIPTION QUANTITY

CHAIN 3/16" PROOF COIL CHAIN 24" LONG 1 EA.
GATE PREIFERT ECONOMY R-GATE "RG12" 1EA. 4% 4" x & TREATED POST
TREATED POST 4" x 4" x 8' TREATED POST 2 EA. ,/-"//
NAILS 60 PENNY -- FOR GATE REST 5 EA. \\ __— GATE
TREATED POST 4" x 4" x 12" TREATED POST 1EA. > _—

NOTES

PROVIDE AN "ECONOMY 6 RAIL" GATE, MANUFACTURED BY PRIEFERT, PRODUCT NO. "RG12"

~. ] T 80 PENNY NAILS (5/BLOCK)

|

BN A

(WWW.PRIEFERT.COM) OR EQUIVALENT. FABRICATE THE GATE FROM 1-5/8", 18 GAUGE STEEL TUBING.

USE 1.05" 0.D., 18 GAUGE STEEL TUBING FOR THE VERTICAL STAYS. POWDER COAT "FOREST GREEN".

PROVIDE WASHERS AND NUTS FOR ALL BOLTS AND LAG BOLTS SHOWN,

GATE REST DETAIL

NO SCALE

TREAT WOODEN POSTS AND GATE REST WITH PENTACHLOROPHENAL, MINIMUM NET RETENTION OF
0.5# PER CUBIC FOOT (DRY CRYSTAL).

FURNISH AND INSTALL LAG SCREWS FOR HOLDING GATE AND CHAIN.

__~— 4"x4"x 12" TREATED POST
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